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SKU Product Description Size Colors Packaging
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7000671

JM Single Ply 
Membrane Cleaner 
(Low VOC)

Used to remove dirt, asphalt or other 
contaminants from JM Single Ply Membranes.

1 gal cans (3.8 l)
5 gal cans (18.9 l)

Clear (4) 1 gal cans (3.8 l)
(1) 5 gal cans (18.9 l)
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70000264
70000265
70000777
70000734
70000738
70000773
70000772

Detail Membrane Nonreinforced membrane for field-
fabricated corners and pipe flashings

36" x 50' 
(91.4 cm x 15.2 m)

White/Grey 
Sandstone/White
Evergreen/Blue
Grey/Sandstone
White/Charcoal
Grey ES/Sandstone ES

Roll

70000627

70000262
70000263

Detail Strip Reinforced membrane used primarily to water-
proof joints of PVC-Coated Metal

6" x 150' 
(15.2 cm x 45.7 m)

8" x 150' 
(20.3 cm x 45.7 m)

Black/White

White/Grey,
Sandstone/White

Roll

70000266
70000267
70000268
70000269

Coated Metal Laminant of JM PVC Membrane and  
galvanized steel

4' x 10' sheets
(1.2 m x 3.1 m)

White
Grey
Sandstone
Black

30 sheets/pallet

70000277
70000278

Walkpad Textured walkway protection membrane 36" x 60' 
(91.4 cm x 18.3 m)

Grey, Sandstone Roll

70000279 Heavy-Duty Walkpad Textured walkway protection membrane 36" x 60' 
(91.4 cm x 18.3 m)

Safety Yellow Roll

70001357 
70001359 
70001358

Universal Corners For flashing corners (waffle pattern) 8" diameter
(20.32 cm)

White 
Grey 
Sandstone

20/box

70000599 Safety Line Bright yellow membrane used to identify the 
perimeter of the roof

12" x 150' 
(3.66 cm x 45.72 m)

70001332
70001333
70001334

Pipe Boots For flashing penetrations 1" - 6" 
(2.5 mm x 15.2 cm)

White
Grey
Sandstone

10/box

70001405
70001406 
70001407

T-Joint Patch T-joint and fastener cover 4.5" diameter
(11.4 cm)

White 
Grey 
Sandstone

100/box

70000270 Penetration Pan One-piece thermoformed unit for flashing  
penetration

6" diameter
(15.2 cm)

Grey 12/box

70000274 DN Flameguard 
Slipsheet

Reinforced foil/kraft slipsheet used to divorce 
membrane from contaminated or harmful 
surfaces

71" x 700'
(1.8 m x 213.4 m)

Foil/Brown Roll

70000275 Polyester Mat 
Slipsheet

Divorcement slipsheet, provides  
cushioning layer in various applications

12' x 100' 
(3.7 m x 30.5 m)

White Roll
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70000240 Membrane Adhesive 
(Low VOC)

For adhering field membrane and  
vertical surfaces

Amber 5 gal can (18.9 l)

70000241 Membrane Adhesive 
(Water Based)

For adhering field membrane White 5 gal can (18.9 l)

70000298 PVC Edge Sealant For use on cut edges 16 fl oz tubes 
(47.3 ml)

Clear 12 bottles/carton

70000071 EPDM/PVC Pourable 
Sealer

Two-part polyurethane sealant used for pen-
etration pockets

10.3 fl oz tubes 
(30.5 ml)

Part A: Black, 
Part B: Amber

3 Kits/box:
Part A: (3) 1 gal can 
(3.8 l)
Part B: (3) 1 pt can 
(0.5 l)

70000539 JM Single Ply Caulk One-part elastomeric sealant used to seal the 
edges around flashing terminations

10.3 fl oz tubes 
(30.5 ml)

White 25 cartridges/box

70000289 JM Single Ply Sealing 
Mastic

One-part, gun grade butly sealant used to seal 
flashings to pipes and roof drains.

11 fl oz tubes Clear 25 tubes/box
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RetroDrain

Spun aluminum drain for direct hot-air welding 
of JM PVC.

17.5" (44.45 cm) 
wide

Silver 1 drain

PVC EJ/WC  
Expand-O-Flash

Expansion Joint for PVC Roofing Systems various White, Grey, 
Sandstone 
(Membrane)

1 expansion joint
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